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TOOLS Required: 5/32” Hex Key 
 
NOTES: Gladiator® Gear Track® is not part of this kit and is available at home improvement stores like Lowes, Home Depot, and Sears. 

JOINING PLATE CROSS TEE ASSEMBLY
GEAR JACK MODEL GJ-JP-XT

Loosely attach the four 2” O.C. 
Double Track Nuts to the 

Joining Plate with (8) 10-24 x 5/8” 
Socket Head Screws and washers.

1

Loosely attach the two 3” O.C. 
Double Track Nuts to the 

Joining Plate with (4) 10-24 x 5/8” 
Thumbscrews and washers.
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Align the Joining Plate  
square to the long section of 

Gear Track and slide the 3” O.C. 
Track Nuts into the slots in the 
Gear Track. Tighten the Thumb-
screws finger tight.
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Slide the small sections of 
Gear Track under the Join-

ing Plate, aligning the Track nuts 
with the slots in the Gear Track. 
The ends of the small sections 
should be snug against the edges 
of the long section. Postion the 
Cross Tee as needed and tighten 
all fasteners.
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JOINING PLATE

GLADIATOR®
GEAR TRACK (long section)

GLADIATOR®
GEAR TRACK (short section)

3” O.C. DOUBLE
TRACK NUT

2” O.C. DOUBLE
TRACK NUT


